
• Model: Front Trench Drain Shower Pan
• Pan Size:  Pan can be adjusted per ADA Specifications
• Finish: Textured - Non Slip
• Side Wall:  TBD
• B ack Wall:  TBD
• Drain Location:  Per Specifications
• Drain Openings:  3 1/4”
• Front of Pan Thickness Varies by Size of Pan
• Flange: Attached Sides and Back
• Weight:  TBD
• Material:  Cultured Marble
• Our Product Comply with one or more of the 

following:  IAPMO, ANSI  ,  CSA & ASTM F462-79 
Coefficient of Friction Test

Front Trench Drain Shower Pan

Specifications

Standard Features 

• Solid One Piece Construction
• Abrasion Resistant Gel Coat Surface
• Seamless
• Pre-leveled - Rest on Sub Floor
• Extremely Sanitary
• Water Proof and Leak Proof
• Bacteria Resistant
• Easy to Install
• Maintenance Free
• 10 Year Limited Warranty
• Made in the USA

Phone 317.835.9000
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Drain Detail
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Water Dam Detail

FIBERGLASS FLANGE

To review color options for this product

please contact your Sales Representative 

or refer to our website at:

www.mplcompany.net/request-color

INCLUDES BRUSHED SS TRENCH DRAIN COVER ONLY;
OPTIONS AVAILABLE AT ADDITIONAL CHARGE

Fiberglass Flange on Back and Sides

Pan Slopes
to Drain

Front Edge Height 1-3/8" to 1-7/8"
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